











HIDROLIK ALIN KAYNAK MAKINESI EKIPMANLARI
EQUIPMENTS OF THE HYDRAULIC MACHINE
OBOPYOOBAHWE ATMMAPATA

5
TOPLIEBATE/Nb KOHTEMHEP BKIIALbILLV ‘




ANA GOVDE.

Ana %(ovde,_ uzerinde bulunan iki adet hareketli ve iki adet sabit kiskag ile kaynak islemi yapilacak plastik borulara destek
olarak, sabitlenmesini ve merkezlenmesini saglamaktadir.

Sisteme hidrolik basing kuvveti uygulanir. Tasiyici mil Gzerinde bulunan iki adet piston ile bu kuvvet hareketli kiskaglari ileri
ve geri yonlendirerek, kaynak isleminin gerceklesmesi icin gereken hareketi saglar.

MAIN BODY

The main body supports and centres the plastic pipes with two fixed and two movable clamps. Using the hydraulic pressure
on the system, the two pistons on the carrying metal bars move the clamps for and backwards and supply the necessary
movement for the welding process.

LUEHTPATOP

YeuneHHas KOHCTPYKLMA, HafiexHas dukcauns Tpy6 nerkas oceas v paguanbHas NojroHka Tpy6 3axuMbl PerynmpoBKoii
CUMbI DUKCALIMK, HE NPOCKa/Ib3bIBatOT. [ CBAPKU (haCOHHbIX U3AENNN K Tpy6e

COCTOUT U3 2-X MOABUXKHBIX 32)KUMOB, KOTOPbIVi NPUBOANCS B ABWXEHUE ABYMS TMAPOLMIMHAPAMY PACMONOXKEHHbIX Ha
HanpasnsoLLMX 1 ABYX HEMOABUXHBIX 320K/MOB.

MAIN BODY TRIMMER SPINDLE

LIEHTPATOP BAN

HYDRAULIC PISTON BOTTOM CLAMP

TWAPABINYECK LUAVHAP LMAVHAPLUMAVHAPTMAPABIINYECK A o
LMIVHIP HVDKHIA 38KIM

UPPER CLAMP CLAMP CONNECTING BOLT

BEPXHUI 3AXUM BONT ANA KPEMJIEHNA SAKNMA

CLAMP CONNECTING PIN FIXING LAMA

TAVIKA L/19 KPEMIEHUSA 3AKMMA

INSERTS

PETYNINPOBKA 3AXMMA

BK/TALbBILLN
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